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Spec

Tactical Electronics

Spec sheet

»» One: Helmet Camera

»» One: Soft sided carry bag

»» One: 16GB SD card

Kit Contents

Weight: 0.60 lbs

Dimensions (L x W x H): 3.84in x 2.40in x 2.59in

Power supply: Four 3V Lithium batteries (CR123A type)

Runtime: 4 hours

Housing Material: High-density polyethylene (HDPE), anodized aluminum

Operating Temperature Range: -10ºC to +50ºC, 95% humidity

Frequency Range: 2.4 to 2.485 Ghz (4 channel system)

Compatible Monitors: Wrist Mounted Monitor (WMM) or Handheld Monitor (HMM)

Camera resolution: 600 lines

Camera Light Sensitivity: 0.003 lux

Camera Sensor Type: 1/3in Sony Ex-View CCD

Field of View: 92 degrees

Illumination: 4 forward facing IR LEDs

Mounting Picatinny Rail or Velcro

Recording Specifications:

Storage Media: SDHC memory card (16GB SDHC card included with system)

Recording Capacity: 16 hours on 16GB SD card (1GB/hour)

Specifications

Exclusively designed for direct recording and archiving of training scenarios and/or live operations, the mountable 
helmet camera is lightweight and durable. The light sensitive camera and 4 IR LEDS provide enhanced vision 
in low ambient environments. The unit incorporates an internal mini DVR. The DVR is specifically designed to 
record real-time audio and video directly to a high capacity SD card for post operation review and archiving.

Description

HCT3 Helmet Camera

http://www.tacticalelectronics.com/

